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1 + Indoor Unit « FXFQ-A

Dimensional drawings

-1 Dimensional Drawings with Accessories

FXFQ20-63A
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- - Detail B Detail C
2 places opposite side 2 places opposite side
; égf‘;&picn‘lrz:z‘:” 5 Please respect the distances as shown on figure below.
3 Drain pipe connection - <
4 Power supply entry hole ) St k<l \’nvm\ator Other unit
5 Transmission wiring entry hole o z .
6 Air discharge opening ) 3
7 Air suction grile g
8 Corner decoration cover
9 Drainhose o
10 Knock out hole -
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Model
FCQG35-71F, FXFQR0-63A

View A

00 o 1500mm or mor
mo
. - ~_rore
Notes: 1500mm or .
. Location of the namepletes rore
Unit Body: on the control box -
~Decoration panel: on the Pane\ Fame at the piping side under the comer cover. more
When instaling an optional accessory,refer to the instaltion drawings,
For fresh air intake kit an inspection part is necessary.
Make sure the spacing benween e ciig arl he casete i o more than 35mm.
MAX colling opening: 510m
WWhen the caniions exceed 30°C and RH 803 n the celing or fresh ai is induted nto the cellng, an additonl
insulation is reqired (polyethylene foam, thickness 10 mm or more),
In Case of Using & senor ki, this postion wil b 2 sensor, refer o the diawing of the sensor kit for more detzil

1500mm or more
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Required space

1500mm or

(*1)  Does not count for build in light.
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(*3)  Keep the exhaust “of decoration panel free.
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In case a discharge opening is closed with the ‘sealing memberoption, the

distance of 1500mm can be reduced to 500mm on the closed side.
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FXFQ20-63A

with standard panel

300 or less

See note 5
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Detail B
2 places opposite side

Detail C
2 places opposite side

H g =
L i @
e E b
i 8 &
S Pyt =)
- By <
Az ERE
2
(eeroes) (& " geenoes o 8
E ¢ £ o B
§ ‘1:,; XX
I g /
Hanging bol ;
4xM8-M10/

Notes:

1. Location of the nameplat
- Unit body: on the contrc
coration panel: on 1

2 when installing an optior
Tor fresh air intake kit ar
3. Make sure the spacing b
MAX celling opening: 911 Please respect the distances as shown on figure.
4, When the conditions exct 1500mm or mor
additional insulation is rec 200mm or
5. In case of using & sensor more_
detail.
6. In case of using a infrarec Ventilator Other unit < 1500mm or more
controlcr for more detail. P prteralutace 7 1500mm or
P p morc
1500cr !
i 1500mm or more
. 20000rmore Required space
4000 o more. In case a discharge opening is closed wilh Lhe ‘sealing member oplion, the

distance of 1500mm can be reduced to 500mm on the closed side,
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