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+ Indoor Unit « FDXS-F, FDXS-F9

Dimensional drawings
1 Dimensional Drawings

2.
3.

FDXS25-35F

750 30001 Tore

20

Uspension bolt pitch)

(

o e ————————

./
®

1 ole
SKPTG0-550

e

Suspension boll
oo\

(Suspension bolt pitch)

580

556
4% P1EDEB00

7
gee
'
Er SxP100:000 | 5o
e g
16x M5 holes / 300 €,
20 5

In case of bottom-suction

Note:
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. In case of back-suction, mount chamber cover to bottom side of the unit,
In case of bottom-suction, mount chamber cover to back side of the unit.

Location of unit's name plate: control box cover.
. Mount the ar filter at the suction side. (Use an air filter whose dust collecting efficiency is at least 50% in a gravimetric technique.) It can not

be equipped with air filter (accessory) when connecting duct to suction side.
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In case of back suclion
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In case of back-suction, mount chamber cover to bottom side of the unit. &k e sy
In case of bottom-suction, mount chamber cover to back side of the unit.
Location of unit's name plate: control box cover.
. Mount the ar filter at the suction side. (Use an air filter whose dust collecting efficiency is at least 50% in a gravimetric technique.) It can not
be equipped with air filter (accessory) when connecting duct to suction side. 3D081360

+ Split - Sky Air « FDXS-F, FDXS-F9




