
Control Systems

Technical Data
Simplified remote control for hotel applications

EEDEN14-204

BRC2E52C, BRC3E52C





• Accessories • BRC2E52C, BRC3E52C 1

• Accessory • BRC2E52C, BRC3E52C

TABLE OF CONTENTS
BRC2E52C, BRC3E52C

1 Features . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2

2 Specifications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3

Technical Specifications  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3

Electrical Specifications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3

3 Features and advantages . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4

4 Dimensional drawings  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6



• Accessory • BRC2E52C, BRC3E52C

1

2

1 Features

essory essories 2E52C, BR plified 
Acc Acc BRC Sim • Symbol driven end user interface for intuitive control

• Energy saving thanks to key card, window contact integration and set 
point limitation

• Contemporary design

• Flexible setback function ensures room temperature remains within 
comfortable limits to ensure guest comfort

• Flat back panel for easy installation

• Functions focus on basic customer needs: temperature, fan speed, 
ON/OFF

• Easy commissioning: intuitive interface for advanced menu settings

Wired remote 
control
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2 Specifications
2-1 Technical Specifications BRC2E52C BRC3E52C

Casing Colour Fresh White

Button cover No

Operation LED Colour Green

Dimensions Unit HeightxWidthxDe
pth

mm 120x120x19

Packed unit HeightxWidthxDe
pth

mm 150x160x55

Weight Unit kg 0.200

Packed unit kg 0.415

Packing Material Carton

Weight kg 0.050

LCD Type Full dot (160 x 255)

Dimensions Height mm 43.2

Width mm 68.85

Back light Colour White

Temperature setting Resolution °C 1

Setpoint range Cooling °C Depends on the indoor unit

Heating °C Depends on the indoor unit

Ambient temperature Operation Min. °C -10

Max. °C 50

Storage Min. °C -20

Max. °C 70

Relative humidity \< % 95

Backup for power failure Yes (the clock wil keep functioning for period not exceeding 48 hours)

2-2 Electrical Specifications BRC2E52C BRC3E52C

Wiring connections Type of wires Sheathed vinyl cord or cable

Size mm² 0.75 / 1.25

For connection with 
indoor

Quantity 2

Remark P1-P2 wired connection from indoor unit

Wiring length Max. m 500

Back-up for power failure Yes (The clock will keep functioning for a period not exceeding 48 hours)
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3 Features and advantages
3 - 1 Features and Advantages
BRC2E52C 
BRC3E52C

4D088097-1A_1
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3 Features and advantages
3 - 1 Features and Advantages
BRC2E52C 
BRC3E52C

4D088097-1A_2
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4 Dimensional drawings
4 - 1 Dimensional Drawings
BRC E5

3D064037

Exposed cord

• Remote control dimensions

NOTES
1 Remote control cord and staple are not attached, they are field supplied parts.

• Specifications of cord

2 If the hole size is too large or the location is not proper, the hole may come out from the remote control.

Type Vinyl cord with sheath or cable (insulated thickness: 1mm or more)
Size 0.75~1.25mm²
Total length 500m

• Installation method

Embedded cord Embedded cord (use switch box) 

Operation
lamp

(green)

Upper case Lower case

oblong hole

Code outlet hole

oblong hole

Upper outlet Upper center 
outlet

Left outlet

Staple

Lower case portion

note 2
Through hole

Switch box for one switch
ex.) KJB111A (optional accessory)

Switch box for two switch
ex.) KJB211A (optional accessory)

Lower case portion

Between remote 
control and 
control box Switch box

(Field supply part)

Condit
• Accessories • BRC2E52C, BRC3E52C



These products are not within the scope of
the Eurovent certification program
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The present leaflet is drawn up by way of information only and does not
constitute an offer binding upon Daikin Europe N.V.. Daikin Europe N.V.
has compiled the content of this leaflet to the best of its knowledge. No
express or implied warranty is given for the completeness, accuracy, re-
liability or fitness for particular purpose of its content and the products
and services presented therein. Specifications are subject to change
without prior notice. Daikin Europe N.V. explicitly rejects any liability for
any direct or indirect damage, in the broadest sense, arising from or re-
lated to the use and/or interpretation of this leaflet. All content is copy-
righted by Daikin Europe N.V.

BARCODE Daikin products are distributed by:
 

Naamloze Vennootschap - Zandvoordestraat 300, B-8400 Oostende - Belgium - www.daikin.eu - BE 0412 120 336 - RPR Oostende
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