NEW LOW STATIC HIDE AWAY
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Low Static Pressure Hide |
Away PACi Standard ant
__Elite Inverter+. High heating
capacity at -7°C

The depth of only 250mm provides greater

installation flexibility and the unit can be

used in more applications. Ideal for sites
with narrow ceiling voids.

PAC AL

ELITE / STANDARD

Discharge air temperature control
Possible to reduce cold drafts at heating operation.
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& L28-: L Rectangle duct Canvas duct

| System Example /
2 : An inspection port (450 mm x 450 mm or more) is
< required at the control-box side of the indoor unit body.
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Inspection port (450 x 450 mm or more)

Intake grille

Ultra-slim profile: 250 mm height for all models.
Easy to use, attractive, clear design, with new demand control functions and
energy consumption display! This useful feature makes this remote control
unique!

The new CZ-RTC3 wired remote control is ideal for integration into the most
demanding interior architectures.

The touch panel features a very sleek and easy to use display, which with
its compact display is only 120mm x 120mm x 16mm.

[ The all new Econavi Sensor detects presence in

the room, and quietly adapts the PACi or VRF air
conditioning system in order to improve comfort and
maximise energy savings.

L S—




Due to the ongoing innovation of our products, the specifications of this catalogue are valid barring typographic errors, and may be subject to minor modifications by the manufacturer without prior warning in order to improve the product. The total or partial reproduction of this catalogue is prohibited without the express authorisation of Panasonic Marketing Europe GmbH.

LOW STATIC PRESSURE HIDE AWAY
PACi STANDARD AND ELITE INVERTER+

OPTIONAL CONTROLLERS

Wired remote controller
CZ-RTC3

E

Timer remote controller
CZ-RTC2

Wireless remote controller
CZ-RWSK2 + CZ-RWSC3
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Simplified remote controller
CZ-RE2C2

Compatible with all Panasonic
connectivity solutions. For detailed
information go to the Control
Systems section.
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50 Pa static pressure
Easy maintenance and service via external electrical box

3 speed centrifugal fan through wired or wireless remote control
DC FAN for better efficiency and control
Easy connection and control of external fan or ERV using the connector

PAW-FDC on the indoor unit PCB. The external device can be control by the remote
control of the Panasonic indoor unit

Cold Drafts Reduction at Heating
- Accurate temperature measurement by E2 sensor to reduce cold drafts at heating.

Air intake sensor

E2 sensor

Before spec-in, please consult with an authorized Panasonic dealer.

Compact indoor units without loosing static pressure (Only 250 mm high)

Reference PA-RC2-WIFI-1

INTERNET CONTROL

Control your air conditioning from wherever you are
at home. Control your comfort and efficiency with
the lowest energy consumption

Panasonic has always offered its customers the most
efficient Heat Pumps and Air Conditioners. Now it has
taken a step forward and presents a control solution
taking advantage of the latest Cloud Technology to
enable you to manage your climate system from
anywhere in the world.

Control your environment from your smartphone, tablet
computer, any Android device or from a PC with Internet
access using this add-on service. Offering the same
functions as if you were at home: start/stop, Mode
Operation, Set Temperature, Room Temperature etc.
Experience the new, advanced functionality provided by
Panasonic to achieve the best comfort and efficiency
with the lowest energy consumption.

HIGH STATIC PRESSURE | Cooling Heating
HIDE AWAY PACi STANDARD | Capacity ESEER  Power input Capacity SCOP  Power input Sound pressure Dimensions (In) Dimensions (Out) | Operating range
AND ELITE INVERTER+ Nom (Min - Max) |Nominal |Nominal (Min - Max) | Nom (Min - Max) / at -7°C ' Nominal | Nominal (Min - Max) | Cool — Heat (Hi / Lo / S-Lo) HxWxD HxWxD Cool — Heat Min / Max
kW WW kW kW WW kW dB(A) mm mm °C
High Static Pressure Hide Away PACi Standard Inverter+
KIT-60PNY1E5A* 6,0(20-7,00 |474€@ 1,990(0,325-2940) 6,0(18-7,0)/439 3,8 @ 1,660(0,275-2,420) |43 /41/36 —43/41/36 250 1.000(+100)x 650 (569 x 790 x 285 |10/ +43 —-15/ +24
KIT-71PNY1E5A* 71(20-77) |50 4@ 2570(0,325-3,230) |7,1(1,8-8,1)/432 3,8 2,080 (0,275-2,780) 43/41/36 —43/41/36 |250%1.000(+100)x 650 |569 x 790 x 285 | -10/ +43 — 15/ +24
KIT-100PNY1E5A* 10,0(2,7-11,5) 5,3 4€W 3,555(0,570 - 4,300) [10,0(2,1-13,8)/7,22 3,8 €W 2,935(0,450 - 4,100) 44 /42 /37 —44[42/37 |250x1.200(+100)x 650 (996 x 940 x 340  |-10/ +43 —-15/ +24
KIT-125PNY1E5A* 125(3,8-135) (3,77  |4,445(0950-5,200) |125(3,4-150)/9,14 3,42  3,665(0,780 - 4,600) 45/43/38 —45/43/38 |250%1.200(+100) x 650 (996 x 940 x 340 | -10/+43 —-15/ +24
KIT-100PNY1E8A* 10,0(2,7-11,5) |5,2 €W |3,555 (0,570 - 4,300) |10,0(2,1-13,8)/7,22 3,8 €W 2,935 (0,450 - 4,100) 44 /4237 — 44 [42[37 |250%1.200(+100)x 650 (996 x 940 x 340 | -10/ +43 —-15/ +24
KIT-125PNY1E8A* 125(3,8-135) (3,77  |4,445(0950-5,200) |125(3,4-150)/9,14 3,42  3,665(0,780 - 4,600) 45/43/38 —45/43/38 |250%1.200(+100)x 650 (996 x 940 x 340 | -10/+43 —-15/ +24
KIT-140PNY1E8A* 14,0(3,3-15,5) 13,87  |4,700 (0,840 - 6,000) |14,0(4,1-16,0)/11,68 3,59 3,880 (1,050 - 5,400) 46/44[39 — 46/ 44[39 |250%1.200(+100)x 650 |1.416 x 940 x 340 |-10/+43 —-15/ +24
High Static Pressure Hide Away PACi Elite Inverter+
KIT-50PN1E5A* 50(15-5,6) 4,6 € 1,560(0,260-2,310) 5,6(1,5-63)/3,62 3,8 1,740(0,220 - 2,520) | 41/39/35—41/39/35 |250x780(+100)x650 569 x 790 x 285 | -15/ +4h6 —-20/ +24
KIT-60PN1E5A* 60(25-7,1) 5548 |1,850(0,550-2,105) 7,0(2,0-8,0)/5,85 3,8 @0 1,940(0,500 - 2,585) |43 /41/36—43/41/36 | 250x1.000(+100)x650 (996 x 940 x 340 |15/ +46 —-20 / +24
KIT-71PN1E5A* 7,1(25-80 554 2,150 (0,550 -2,750) |8,0(2,0-9,0)/6,69 3,7 €@ 2,260 (0,500 - 2,920) 43/ 41/36 —43/41/36 | 250x1.000(+100)x650 | 996 x 940 x 340 | -15/ +46 — 20/ +24
KIT-100PN1E5A* 10,0(3,3-12,5) 16,0 €8 |2,670(0,870-3,800) |11,2(41-14,0)/9,63 3,9 €W 2,950 (0,980 - 4,500) 44 /42 /37 — 44 [42/37 |250x1.200(+100)x650 |1.416 x 940 x 340 |-15/+46 — -20/ +24
KIT-125PN1E5A* 125(3,3-14,0) 43"  13,890(1,000-4,800) |14,0(41-16,0)/11,80 3,62 3,880(1,050-5,400) 45/43/38—45/43/38 |250x1.200(+100)x650 |1.416 x 940x 340 |-15/ +46 —-20/ +24
KIT-140PN1E5A* 14,0(3,3-15,5) 13,8"  |4,650(1,000-6,200) |16,0(41-18,0)/1398 3,42 4,690 (1,050-6,100) 46/44[39 —46/44[39 |250x1.200(+100)x650 |1.416 x 940 x 340 |-15/+46 —-20/ +24
KIT-71PN1E8A* 7,1(25-800 |524™ 2,150 (0,660 -2,750) |8,0(2,0-9,0)/6,69 3,7 €1 2,260 (0,600 - 3,000) |43 /41/36 —43/41/36 | 250x1.000(+100)x650 996 x 940 x 340 | -15/ +46 —-20/ +24
KIT-100PN1EBA* 10,0(3,3-12,5) 5,8 €8 2,670 (0,870 - 3,800) |11,2(4,1-14,01/9,63 3,8 €W 2,950(0,980 - 4,500) 44 /42 /37 —44[42 /37 |250x1.200(+100)x650 |1.416x 940 x 340 |-15/ +46 — -20/ +24
KIT-125PN1EBA* 125(3,3-14,0) 43"  |3,890(1,000-4,800) |14,0(41-16,0)/11,80 3,62 3880(1,050-5,400) 45/43/38—45/43/38 |250x1.200(+100)x650 |1.416 x 940x 340 |-15/+46 — -20/ +24
KIT-140PN1EBA* 14,0(3,3-15,5) 13,87  [4,650(1,000-6,200) 16,0 (4,1-18,0)/13,98 3,42 4,690 (1,050 - 6,100) 46/ 44 /39 — 46 [ 44[39 |250x1.200(+100)x650 |1.416 x 940 x 340 |-15/ +46 — -20 / +24

Rating Conditions: Cooling Indoor 27°C DB / 19°C WB. Cooling Outdoor 35°C DB / 24°C WB. Heating Indoor 20°C DB. Heating Outdoor 7°C DB / 6°C WB. (DB: Dry Bulb; WB: Wet Bulb). // Specifications subject to change without notice.
1) ESEER is calculated in base Eurovent IPLV for SBEM for U1 indoor unit SEER=a(EER25)+b(EERS0)+c(EER75)+d(EER100) where EER25, EERS0, EER75 and EER100 are the EER measured value at 25%, 50%, 75% and 100% part load for temperatures 20, 25, 30 and 35°C DB,
respectively. a, b, ¢ and d are values assigned for an office type. These values are given as a=0,2, b=0,36, ¢=0,32 and d=0,03. The internal temperatures are taken at 27°C DB and 19°C WB. 2) SCOP is calculated in base Eurovent IPLV for SBEM with U1 indoor unit including defrost

correction factor.
* Available from May 2014.

For detailed information about ErP, please visit our page http://www.ptc.panasonic.eu

Internet
Control

INTERNET CONTROL

Internet Control is a next
generation system providing a
user-friendly remote control of
air conditioning or heat pump
units from everywhere, using a
simple Android or i0S
smartphone, tablet or PC via
internet.

Energy
saving

GNVERTER +

Inverter plus products improve
on the characteristics of
standard Inverter range by over
20%. This means 20% less
consumption and 20% OFF your
electric bill. A Inverter plus is
also A class on cooling and
heating mode.

Panasonic

To find out how Panasonic cares for you, log on to: www.aircon.panasonic.eu

Panasonic Marketing Europe GmbH

Panasonic Air Conditioning

Hagenauer Strasse 43, 65203 Wieshaden, Germany

6,00 A+
SEER

SEASONAL ENERGY
EFFICIENCY RATIO

Exceptional Seasonal Cooling

Efficiency based on the new ErP

regulation. Higher ESEER

ratings mean greater efficiency.

Save all the year while cooling!

For Elite range.

heatingandcoolingsystems

5,30 A+++
SCoP

SEASONAL COEFFICIENT
OF PERFORMANCE

Exceptional Seasonal Heating
Efficiency based on the new ErP
regulation. Higher SCOP ratings
mean greater efficiency. Save
all the year while heating!

For Elite range.

Down to

-15°Cin

cooling mode

OUTDOOR

TEMPERATURE

The air conditioner works in
cooling only mode with an
outdoor temperature of -15°C.
For Elite range.

Down to
-20°Cin

heating mode

OUTDOOR
TEMPERATURE

The air conditioner works in
heat pump mode even when
outdoor temperatures are as
low as low as -20 °C.

For Elite range.

The communication port is
integrated into the indoor unit
and provides easy connection
to, and control of, your
Panasonic heat pump to your

5 year
compressor
warranty

The Panasonic renewal system
allows good quality existing
R22 pipe work to be re-used
whilst installing new high
efficiency R410A systems.

5 years warranty.

We guarantee the
compressors in the entire
range for five years.

home or building management

system.

www.eggeassociats.net




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (Apple RGB)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.05333
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.05333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 150
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 2.05333
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /ESP <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MarksOffset 8.503940
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


